
 

1. Safety is our number one concern. Techs have final say on safety concerns and is at their discretion.  
2. All cars must to be inspected and legal before the drivers meeting 
3. Bring all safety equipment with you to tech 
4. Drivers in tech area only (for PRE & POST race teching) 
5. All Drivers must wear full faced helmet, fire jacket, and Closed toe shoes. Fire suit is always recommended but not required in this class. 
6. All cars must have a functional factory seat belt. Safety harness recommended but not required. 
7. All body panels MUST be secured to car 
8. Factory seats are allowed but must be securely fastened. 
9. All cars must have a functioning window net on driver’s window as well as it must be easily accessible. Must be able to remove in an 

emergency. No Chicken Wire. No Zip Ties 
10. All cars must have some type of screen and or at least three ¼” bars on driver's side windshield  
11. If car has a sunroof, it must be covered with a piece of metal.  
12. All cars must have working brakes. 
13. All Cars must have hole in hood. 
14. All cars must have hole in trunk or access hole from back seat is sufficient in case of fire. 
15. All cars must have 12”x 12” two- or three-sided number sign and secured to roof of car and must be clearly visible. 
16. All cars must be cleaned out. NO TRASH or loose debris. 
17. All cars must have steel firewall, and any holes covered with steel. 
18. All doors must be welded or chained shut. 
19. All hoods/trunks must be pinned shut. (NO NUT/BOLT combinations or chains) 
20. All wheel weights must be removed from car tires and all spares. 
21. All glass, trim, and plastic bumper covers must be removed prior to arriving at the track. 
22. Gas tanks/fuel cells must be securely fastened and protected in car with no leaks. 
23. If fuel line runs through the cockpit the line needs to be inside a secure steel conduit that runs from the firewall to back decking. 
24. Any transmission coolers need to be secure with no leaks and hoses should be covered for safety. If located in the cab it must be covered 

with a metal shield. 
25. No radiator in the cab. Must be in stock position 
26. No secondary radiator  
27. No profanity or anything inappropriate allowed on the cars. Track officials will remove or cover up at driver’s expense. 
28. All Batteries must be secured and covered 
29. No Mud, All Terrain, or racing tires. No grooving tires.  MUST BE OEM TIRES 
30. No beadlock rims.  
31. OEM front and back bumpers off any car, C-Channel or Tubing maybe welded on as a front bumper. Must not be wider than the front tires 

and must be stock appearing.  
32. What is so fragile that saying its name breaks it? You made it this far congrats! Let the pit shack know the answer for a treat. 
33. Factory body or 18-gauge max thickness with no overlaying. 
34. Driver’s door may have 1 bar across it is not any taller than 8 inches. It may be welded or bolted. If sticks out from car both ends must be 

angled so it doesn’t act as a catch point. No Grader blades. 
35. Cars must have a minimum 2 post roll cage hoop that extends above the driver's head and must be securely fastened to the floor. 
36. Inner door bars recommended. 
37. CV Shafts MUST be painted or taped WHITE 
38. No mirrors of any kind in car 
39. Body of car MUST be stock. NO flaring of fenders 
40. All body panels MUST be secured to car 
41. Driver, steering and pedals must stay in factory location.  
42. NO NOS 

 

 


